
UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS: WELLLOG ELECTRICLOGS FILE X WATERSANDS LOCATION INSPE SUB REPORT/abd.

DATEFILED AUGUST 25, 1995
LAND:FEE & PATENTED STATE LEASENO. PUBLICLEASE NO. U-18 12 6 INDIAN

DRILLINGAPPROVED: FEBRUARY 4, 1997
SPUDDED IN:

COMPLETED: PUT TO PRODUCING:

INITIALPRODUCTION:

GRAVITY A.P.I.

GOR

PRODUCINGZONES:

TOTALDEPTH:

EL NAD NND

:

FIELD: WI L CAT
UNIT:

COUNTY: EMERY
WELLNO FERRON FEDERAL 8-7-18-8 API NO. 43-015-30263
LOCATION 19 3 5 FNL FT. FROM (N) (S) LINE

,5 9 7 FEL FT FROM (E) (W) LINE. SE NE 1/4 - 1/4 SEC

TWP RGE. SEC. OPERATOR TWP. RGE. SEC. OPERATOR

18S 8E 7 CHANDLER S



F nn 31 0-3 CO DUTIAL SUBMIT IN Form approved.
(December 1990) (Other instructions on Budget Bureau No. 1004-0136UNITED STATES reverse side) Expires: December 31, 1991

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT U-18126

APPLICATION FOR PERM1T TO DRILLOR DEEPEN $. IF INDIAN, ALLOTTER OB TRIBM NAME

18. TYPE OF WORK N/A
DRILLÐ DEEPENO 7. UNIT AGREEMENT NAME

b. Tyra or war-L N/A
W LL

CAStora
OTHER

LNN OUNLTIPLE 8. EmmmE,WEU.NO.

2. NAME OF OPERATOR Ferron Federal
Chandler & Associates, Inc. 9. AMWEU.NO.

a. ADDRESSANDEUWHONENO (303) 295-0400 #8-7-18-8
475 Seventeenth St.,. Suite 1000 Denver, CO 80202 io. FIELD AND POOL, OE WILDCAT

4. LOCATION OF WELL (RepOrt location clearly and in accordance with any State requirements.*) FerrottAt suriace
11. BBC., T., R., M., OR BLE.

1935' FNL 597' FEL Sec. 7, T18S, R8E, S.L.B. & M. AND SURVET OR ARRA

At proposed prod. zone Sec. 7, Tl8S, R8E, S.L.B.&M.

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR P T 12. COUNTY OR PARISH 18. BTATE

See Topo Map "A" (attached) Emery UT
10. DISTANCE TROM PROPOSED*

- 0. E AUB IT Ê. BE' I'I. NO. ( F ACRES ASSIGNED
LOCATION TO NEAREST TO T IIS WELL
PROPERTY OR LEABE LINE, FT· 597 ' 2230 . 27 160(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COAIPLETED,
OR APPLIED FOR, ON THIS LEASE, rr. 3030 Rotary

21. EIEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

6393 GR A.S.A.P.
23

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE ORAD45f2EOFCASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

12 1/4" 8 5/8" 24# (See attached Drilling Plan)
7 7/8" 5 1/2" 15 O' (See attached Drilline Plan)

1. M.I.R.U.
2. Drill to T.D. 3030'
3. Run 5 1/2" casing if commercial production is indicated
4. If dry hole, weL1 will be plugged and abandoned as instructed by B.L.M.
5. Well will be drilled with air/mist to T.D. mud will be in place to run

5 1/2" casing.

I hereby certify that I am responsible by the term and conditions of the lease to
cotiduct lease operations. Bond coverage for lease activities is being provided by
Chandler & Associates, Inc. B.L.M. Bond # 124290364.

CONRDEN¶AL
IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill or

directiona data on stasurface locations and measured and true vediml depths. Givreblowout preventer program, if any.

(This space for Federal or State omce )

PER3HT Y t •
appunvat n&TT

Application approval does not warrant or certify that the applicant holds legal or equitable titleto those rights in the subject lease which would entitle the applicant to conduct operations thereort

CONDITIONSOPAPPROVA1, :

APPROVED BY myrt© DATE

*SeeInstructionsOnReverseSide
Title 18 U.S.C. Section 1001 makes it a crime for any person knowingly and willfully to make to any department or agency of



CHANDLER & ASSOCIATES, INC.

TiBS, RBE, S. L.B. &M Well location, FERR0N FEDERAL #8-7-18-8,
located as shown in the SE 1/4 NE 1/4

a's, ca, of Section 7, T18S, RSE, S.L.B.&M. Emery
tary, ex• County, Utah.

S89°50'5J"W 2583.93' (Meas.) SB9 50'41"W 2660.45' (Meas.) post
JL i

w.a i BASIS OF ELEVATION
1970 i

Brass Cap 1970 , |
Loose Stones, Brass Cop SPOT ELEVATIONAT THE NORTHEAST CORNER OF SECTION

/ P°2 "" 7, T18S, R8E, S.L.B.&M. TAKEN FROM THE RED POINT
QUADRANGLE,UTAH, EMERY COUNTY, 7.5 MINUTE QUAD.

.4/ (TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
o> ,#|

DEPARTMENT OF THE INTERIOR, GEOLOGICALSURVEY.
Lot 1 " È SAID ELEVATIONIS MARKED AS BEING 6391 FEET.

FERRON FEDERAL /

Lot 2
Elev. Ungraded Ground = 6J9y 597 à N(comp.)

_i

1970 o , o
Brors cqp o o o

Lot3 z
SCALE

CERTIFICATE
---- THIS IS TO CERTlFYTHAT THE ABOVEPLAT WAS PREPARED FROM

FIELD NOTES OF ACTUALSURVEYS MADE BY ME OR UNDER MY
SUPERVISIONAND 1HAT THE SAME ARE TRUE AND CORRECT TO THE
BEST OF MY KNOWLEDGEAND BELIEF

Lot 4 REGISTEREDLAND SURVEYOR
REGISTRATIONNO. 161319
STATE OF UTAH

S89°33'W
- 79.30 (G.L.O.) ÜINTAH ENGINEERING & LAND SURVEYING

85 SOUTH 200 EAST - VERNAL, UTAH 84078
(801) 789-1017

LEGEND: SCALE DATE SURVEYED: DATE DRAWN:

1" = 1000' 8-02-95 8-03-95
= 90 SYMBOL PARTi REFERENCES

J.K. J.K. D.R.B. G.L.O. PLAT
= PROPOSED WELLHEAD.

WEATHER FILE

A = SECTION CORNERS LOCATED. WARM CHANDLER& ASSOCIATES,



CHANDLER & ASSOCIATES, INC.
DRILLING PLAN FOR THE

FERRON FEDERAL #8-7-18-8

I. DRILLING PLAN:

1. Geological SurfàceFormation: EMERY

2. Estimated Tops:

Name _T_gg Prod. Phase Anticipated

Bluegate 13'
Ferron Ss 2680' Gas
Tununk Sh 2880'
TD 3030'

3. CASING PROGRAM:
Hole g

Depth Size Size Type Weight

Surface 300' 12-1/4" 8-5/8" J-55 24#lft (new)

Prod. 3030' 7-7/8" 5-1/2" J-55 15.5#lft (new)

4. Operator's Specificationfor Pressure Control Equipment:

A. 2,000 psiW.P. Double Gate BOP or Single Gate BOP (Schematic attached).

B. Functional test daily.

C. Allcasingstringsshallbe pressure-tested(0.2psilfoot or 1500 psi, whichever
is greater) prior to drillingthe plug after cementing; test pressure shall not
exceed the internal yield pressure of the casing.

D. All ram-type preventers and related control equipment shall be tested at the
rated working pressureof the stackassemblyor at 70 percent of the minimum
internalyield pressure of the casing, whichever is less. Tests shall be done at
the timeof installation,prior to drillingout, and weekly. All tests shallbe for
a period of 15 minutes.

Page



O O

Chandler & Asssociates, Inc.
Ferron Federal #8-7-18-8

5. AuxiliaryEquipment:

A. Kelly Cock - yes.

B. Float at the bit - no.

C. Monitoring equipment on the mud system - visually.

D. Full opening safety valve on rig floor - yes.

E. Rotating head - no.

F. The blooielineshall be a least6" in diameterand extend at least 100' from the
wellbore into the reserve/blooie pit.

G. Blooie line ignition shall be provided by a continuous pilot (ignited when
drillingbelow 500').

H. Compressor shallbe tied directly to the blooie line through a manifold.

I. A mistor with a continuous stream of water shall be installed near the end of
the blooie lines for dust suppression.

6. Proposed CirculatingMedium:

Density
Depth Mud Type (1b.laal) Viscosity Water Loss

O'-2880' Air/Mist - - -

TD KCL Water

7. Testing, Loggine, and Corine Program:

A. Cores - None anticipated.

B. DST - none anticipated.

C. Logging - DIL-GR (TD to base of surface casing).
FDC-CNL-GR-Cal (TD to base of surface casing).

Page



Chandler & Asssociates, Inc.
Ferron Federal #8-7-18-8

D. Formation and CompletionInterval: Ferron interval, final determination of
completion will be made by analysisof logs.
Stimulation- Stimulationwill be designedfor the particular area of interest as
encountered.

E. Frac gradient - approximately .80 psi/ft.

8. CementingProgram:

Casing Volume Type & Additives

Surface 150 sx Class "G"
(based on 100% access)

Production 270* 180 sx 50-50 poz, plus
90 sx class "G".

Cement Characteristics:

Class "G" - yeild = 1.18 cu.fl. per. sack
weight = 15.8 lb./gal
strength = 3200 psi in 72 hrs @135 degrees

* Finalcementvolumes to be calculated from caliper log with an attempt to be made
to circulate cement to the surface. A bond log will be run across the zone of interest
and acrosszones as required by the authorized officer to insure protection of natural
resources.

9. Anticipated Abnormal Pressures and Temperatures, Other Potential Hazards:

No abnormaltemperaturesor pressuresare anticipated.No H2Shas been encountered
in or knownto existfrom previous wells drilled to similar depths in the general area.
Maximum anticipated bottom hole pressure equals approximately 1,500 psi
(calculated at 0.495 psilft) and maximum anticipated surface pressure equals
approximately 833 psi (bottom hole pressure minus the pressure of a partially
evacuated hole calculated at 0.22 psilft).

Page
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II. SURFACE USE PLAN
CHANDLER & ASSOCIATES, INC.

FERRON FEDERAL #8-7-18-8

1. Existing Road:

A. Topo Map "A" is the vicinity map, showing the access routes from Castle
Dale, Utah.

B. Topo Map "B" shows the proposed access road to each individualwell. It
also shows existing roads in the immediate area.

C. The existing and proposed access road, unless otherwise stated, shall be
crowned, ditched, and dipped from the nearest improved road.

D. Occasional maintenance blading and storm repairs will keep roads in good
condition.

E. There shall be no mud blading on the access road. Vehicles may be towed
through the mud provided they stay on the roadway.

2. Planned Access Roads:

The proposed access road, will be crowned, ditched, and dipped.

A. Maximum grade will be 8% or less, unless otherwise stated.

B. No turnouts will be required.

C. Low water crossings to be placed in Proposed Access road during drilling
process and culverts may be installed at a later date.

D. Road surface material will be that native to the
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Chandler & Associates, Inc.
Ferron Federal #8-7-18-8

E. No cattleguard will be required.

F. The proposed access road was flagged at the time the location was staked.

G. The area authorized officer will be contacted at least 24 hours prior to
commencingconstruction of the access road and well pad.

H. The backslopesof the proposed access roads will be no steeper than vertical
or 1/4:1 in rock; and 2:1, elsewhere.

The operator or his contractor will notify the B.L.M. office at least 48 hours
prior to commencement of any work on these locations, roadways, or
pipelines.

I. The proposed access road for this well location is located within the lease
boundaries.

3. Location of Existing Wells:

See topo map "c"

4. Location of Existing and/or Proposed Facilities:

A. All Petroleum Production Facilities are to be contained within the proposed
location sites.

B. In the eventthat productionof these wells is established, the followingwill be
shown:

1. Proposed location and attendant lines, by flagging, if off well pad.

2. Dimensions of facilities.

3. Construction methods and materials.

Page
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Chandler & Associates, Inc.
Ferron Federal #8-7-18-8

C. The areaused to contain the proposed production facilitieswill be built using
native materials. If these materials are not acceptable, then other
arrangements will be made to acquire them from private sources. These
facilitieswill be constructed using bulldozers, graders, and workman crews to
construct and place the proposed facilities.

D. All permanent facilities placed on the locations shall be painted a non-
reflective color which will blend with the natural environment.

E. A dike shall be constructed around the tank battery, of sufficient capacity to
adequatelycontain at least 110 percent of the storage capacity of the largest
tank within the dike.

F. All buried pipelines shall be covered to a depth of 3 feet except at road
crossings where they shall be covered to a depth of 4 feet.

G. Constructionwidth of the right-of way/pipeline route shall be restricted to 30
feet of disturbance.

H. Pipeline location warning signs shall be installed within 90 days upon
completion of construction.

5. Location and Type of Water Supply:

The water source for this well will be from the Cottonwood Creek Consolidated
Irrigation Co. The water user claim number is 93-2185 and the two (2) points of
diversionwill be fromthe ClipperCanal or the Western Canal which ever is the most
accessible.This water will be hauled by a local trucking company..

No water wells are to be drilled.

Page



Chandler & Associates, Inc.
Ferron Federal #8-7-18-8

6. Source of Construction Materials:

A. No constructionmaterials are needed for drillingoperations. In the event of
production, the small amount of gravel needed for facilitieswill be hauled in
by truck froma localgravel pit over existing access roads from the area. No
special access other than for drillingoperations and pipeline construction is
needed.

B. All access roads crossing B.L.M. Land are described under item #2 and
shown on Map #B.

All Construction material for these location sites and access roads shall be
borrow material accumulated duringthe construction of the location sites and
access roads. No additional construction material from other sources is
anticipated at this time, but if it is required, the appropriate actions will be
taken to acquire it from private sources.

C. All well pad surface disturbance area is on B.L.M. lands

7. Methods for Handling Waste Disposal:

A. Drill cuttings will be buried in the reserve pit when covered.

B. Drilling fluidswill be contained in the reserve pit.

C. Anyhydrocarbonliquidsproduced while production testing will be contained
in a test tank. Any unavoidable spills of oil or other adverse substances or
materials will be removed immediately during drilling progress or during
completion operations.

D. Portable chemicaltoiletswill be provided and serviced by a local commercial
sanitary service.

Pacje



Chandler & Associates, Inc.
Ferron Federal #8-7-18-8

E. Garbageand trash will be collected in a trash cage and its contents hauled to
a sanitary landfill.

Allwastes caused by the construction activities shallbe promptly removed and
disposed of in a sanitary landfillor as directed by the authorized officer.

F. Prior to commencement of drilling, the reserve pit will be fenced on three
sides using 39-inch net wire with at least one (1) strand of barbed wire. All
wire is to be stretched before attaching to corner posts. When drilling
activitiesare completed it will be fencedon the fourth side and allowed to dry
(if liquids are present). After drying, the fences will be removed and the pit
shall be buried. Reclamation will be undertaken no later than the fall of the
year after all drillingactivity has ceased.

8. AncillaryFacilities:

No air strips, camps, or other livingfacilitieswill be built off the location. Housing
and office trailers will be on the location as seen on the location layout.

9. Well Site Layout:

A. See attached cutsheet.

B. The areas autorized officer will be contacted at least 24 hours prior to
commencing construction of the access road and well pad.

C. The authorized officerwill determineafter the location is constructed whether
the pit is to be lined, and if so, the type of material to be used.

D. Topsoil shall be.stripped to a depth of 4 to 6 inches and stockpiled as shown
on the location layout plat.

E. The backslopes of the locations will be no steeper than vertical or 1/4:1 in
rock, and 2:1 elsewhere.

Page
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Chandler & Associates, Inc.
Ferron Federal #8-7-18-8

F. The upper edges of all cut banks on the access roads and well pads will be
rounded.

G. Catchment ponds to be placed as required to intercept drainage re-routes.

10. Plans for Restoration:

A. Immediately upon completion, the location and surrounding area will be
cleared of all debris, materials, trash and junknot required for production.

B. Before any dirtwork to restore the location takes place, the reserve pit must
be completely dry. The reserve pit will be reclaimed within 90 days from the
date of well completion.

C. The area officer shall be notified at least 48 hours prior to commencing
reclamation work.

D. All disturbedareas will be seeded with the a mixture which is found suitable
by the B.L.M.

E. The seedbedwill be preparedby disking,followingthe natural contour. Drill
seed on contour at a depth no greater than 1/2 inch. In areas that cannot be
drilled, the seed will be broadcast at double the seeding rate and harrowed
into soil. Certified seed is recommended.

F. Fall seedingwill be completed after September,and prior to prolonged ground
frost.

Page
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Chandler & Associates, Inc.
Ferron Federal #8-7-18-8

G. If the well is a producer, access roads will be upgraded and maintained as
necessary to preventsoil erosion,and accommodateyear round traffic. Areas
unnecessary to operations will be reshaped, topsoil distributed, and seed
distributed according to the above mixtures. Perennial vegetation must be
established. Additionalwork shall be required in case of seeding failures, etc.

H. If the well is abandoned or is a dry hole, the access road and location will be
restored to approximatethe originalcontours. During reclamation of the site
the fill material will be pushed into cuts and up over the backslope. No
depressionswillbe leftthat would trap water or form ponds. Topsoil will be
distributed evenly over the location and seeded according to the above
mixture. The access road and the location shall be ripped or disked prior to
seeding. Perennial vegetation must be established. Additional work shallbe
required in case of seeding failures, etc.

I. Annualor noxious weeds shall be controlled on all disturbed areas. Method
of control shall be by an approved mechanical method or an Environmental
Protection Agency (EPA) registered herbicide. All herbicide application
proposals must be approved. Application of herbicides must be under direct
field supervision of an EPA certified pesticide applicator.

11. Other Information:

A. The area is used by man for the primary purpose of grazing domestic
livestock.

All activity shall cease when soils or road surfaces become saturated to a
depth of three inches,unless otherwise approved by the Authorized Officer.

If any fossils are discovered during construction, the operator shall cease
construction immediatelyand notify the Authorized Officer so as to determine
the significance of the discovery.

B. A Class III cultural resource inventory has been completed prior to
disturbanceby a qualifiedprofessional Archaeologist.

Page
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Chandler & Associates, Inc.
Ferron Federal #8-7-18-8

C. The B.L.M. considers the development of groundwater resources to be
necessary and frequently indispensable to effective land management.
Therefore, any groundwater intercepted by the party conducting mineral
exploration shall be reported to the authorized officer immediatelyincluding
approximate quantities and a sample in a sealed quart container. The B.L.M.
shall have the first opportunity to file State water rights for the intercepted
groundwater. The undersigned may file for water rights only with a written
waiver from the State.

D. The operator is responsible for informing all persons in the area who are
associated with this project that they will be subject to prosecution
for knowingly disturbing historic or archaeological sites, or for collecting
artifacts. If historic or archaeological materials are uncovered during
construction, the operator is to immediatelystop
work that might further disturb such materials and contact the authorized
ofEcer(AO). Within fiveworking daysthe AO will inform the operator as to:

whether the materials appear eligible for the National Register of Historic
Places;
the mitigation measures the operator will likelyhave to undertake before the
site can be used (assuming in situ preservation is not necessary); and a
timeframefor the AO to completean expedited review under 36 CFR 800-11
to confirm, through the State Historic Preservation Officer, that the findings
of the AO are correct and that mitigation is appropriate.
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Chandler & Associates, Inc.
Ferron Federal #8-7-18-8

If the operator wishes, at any time, to relocate activities to avoid the expense
ofmitigation and/or delays associated with this process, the AO will assume
responsibility for whatever recordation and stabilization of the exposed
materials may be required. Otherwise, the operator will be responsible for
mitigation costs. The AOwill provide technical and procedural guidelines for
the conduct of mitigation. Upon verification from the AO that the required
mitigation has been completed, an operator will then be allowed to resume
construction.

E. Less than 10,000 pounds of any chemical(s) from EPA's Consolidated list of
ChemicalsSubjectto Reporting Under Title III of the Superfund Amendments
and Reauthorization Act (SARA) of 1986, and less than threshold planning
quantity (TPQ)of any extremely hazardous substances(s), as defined in 40
CFR, would be used, produced, transported, stored, disposed, or associated
with the proposed action.

12. Lessee's or Operator's Representative:

Mr. Don Johnson
Manager Operations/Production
Chandler & Associates, Inc.
475 Seventeenth Street
Suite 1000
Denver, Colorado 80202
Telephone #(303) 295-0400
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Chandler & Associates, Inc.
Ferron Federal #8-7-18-8

13. Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drillsite(s)and access route(s); that I am familiar with the conditions which
presentlyexist; that the statementsmade in this planare, to the best of my knowledge,
true and correct; and, that the work associated with the operations proposed herein
will be performed by Chandler & Associates, Inc., and its contractors and
subcontractorsin conformitywith the plan and the terms and conditions under which
it is approved.

This statement is subject to the provision of 18 U.S.C. 1001 for the filingof a false
statement.

Date Robert L. Kay
Agent

Page
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CHANDLER & ASSOCIATES, INC.

LOCATIONLAYOUTFOR
74 FERRON FEDERAL #8-7-18-8

SECTION 7, T18S, R8E, S.L.B.&M.
1935' FNL 597' FEL

'P°" F-4.7'

F-S.6'
E. 84.1' 40 E-2. J'

F a e

SCALE: 1" = 50' 20
DATE: 8-03-95 oATA . ,. Sta. J+00
Drawn By· D.R.B.

,7 o Round CornersE~ •Û as Needed
B. 87.9' \ F-1.S' Approx.

1 B. 88.2' Toe of
Fill Slope

P/t Capaalty Mth
2' of Frwaboard
/s ±510 Bb/s.

P PE RACKS

C- J.8'
,

I---I l l 1 IE. 9J.5
E. 9J. 4'
C-11.7 "2" E-í•7'

tm. pif) - C o DOG HOUSE 1 Ü. 88.Û'
30' 100'

Reserve Pit Backfi// - Sta. 1+50d• Spoils Stockpile
RES£RI€ P/7s

(8' U••PA · Sto. 1+2J

B. 9J.7'
-12.0' e 30'
tm. pit)

MUD SHED TOILET
E. 94.2

. . '. C-4.5' -- 4 ·

HOPPER
o -

POWER

TOOLS STORAGE
TANK

FUEL

TR SH ApproX.
Top of
Cut Slope

' ' ' *
,

1 ' Sta. 0-/·00
C-5.6' C-5.7'

E. 89.4' Ð. 95.J' E. 95.4'F-0. J'
Proposed Access

Dev. Ungraded Ground at Location Stake = 6392.5' soad

Dev. Graded Ground at Location Stake = g]Sg.7' UINTAH ENGINEERING & LAND SURVEYING
86 So. 200 ßest * Yemai, Utah 84078 * (801)
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CHANDLER & ASSOCIATES, INC.

TYP1CAL CROSS SECTIONS FOR

FERRONFEDERAL#8-7-18-8
x--section SECTION7, T18S, RSE, S.L.B.&M.

scale 1935° FNL 597' FEL
1" =

50°
, 100'60

DATE: 8--03-95
Drawn By• D.R.B.

STA. J+00

30' 30' 100'

LOCATIONSTAKE

CUT
~

-
F/LL

STA. 1950 ' Finished Grade

Preconstruction , ,

Grade 30 30 100'

CUT
·¯¯

----- E/LL

STA. 1+2J

60' 100'
I i i

' Slop 1 1/2: 1

STA. 0+00

APPROX1MATEYARDAGES
EXCESS MATERIALAFTER

(6") Topsoil Stripping = 1,020 Cu. Yds. 5% COMPACTION = 1,110 Cu. Yds.

Topsoil & Pit Backfill = 1,110 Cu. Yds.
Remaining Location = J,370 Cu. Yds. (1/2 Pit Vol.)

TOTAL CUT = 4,J90 CU.YDS. EXCESS UNBALANCE = 0 Cu. Yds.
(After Rehabilitation)

FILL = J,120 CU.YDS.

UINTAH ENGINEERING & LAND SURVEYING
86 3o. ß00 Bast * Yarnal, Utah 34078 * (801)



Proposed LocaNo

167.
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T 0 POGR A PH I C CHANDLER & ASSOCIATES, INC.
M A P "A" FERRON FEDERAL#8-7-18-8

N SECTION7, T18S, R8E, S.L.B.&M.
1935' FNL 597' FEL

om: s/3/ss



RNG ROAD

PROPOSED ACCESS

1

Proposed Locahon:
FERR0N FEDERAL

T 0 P 0 GR A PH I C CHANDLER & ASSOCIATES, INC.
M A P "B" FERRON FEDERAL #8-7-18-8

SECTION 7, T18S, R8E, S.L.B.&M.
SCALE: i"=2000' 1935' FNL 597' FEL

DA TE: 8/J/95 0.
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1

LEGEND: CHANDLER & ASSOCIATES, INC.
/ = Water Wells
# = Abandoned Wells N FERRON FEDERAL #8-7-18-8
* = Temporarily Abandoned Wells SECTION 7, T18S, R8E, S.L.B.&M./ = Disposal Wells
O = Drilling Wells T 0 PO M A P " C "
O = Producing Wells

= Shut-in Wells DATE: 8-J--9S O.



CON f.NTIAL
Form 3160-3 SUBMIT IN TRIPLICATE* Form approved.
(December 1990) (Other instructions on Budget Bureau No. 1004-0136

UNITED STATES reverse side) Expires: December 31, 1991
DEPARTMENT OF THE INTERIOR o. c......SIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT U-18126

APPLICATION FOR PERMIT TO DRILL OR DEEPEN 6. IFINDIAN,ALLOTTERORTBIBBNAME

N/AIg. TTPE OF WORK

DRILLÐ DEEPENO 7. UNIT AGREEMENT NAME

b. TTrzor war.r. N/A
OIL GAS SINGLE MULTIPLE 6. FRORMmmNO.WELL WELL OTHER ZONE ZONE

2. NAME OF OPERATOs Ferron Federal
Chandler & Associates, Inc. "' ^""""'"°

3. ADDRESSANDHUNHONENO (303) 295-0400 #8-7-18-8
475 Seventeenth St., Suite 1000 Denver, CO 80202 10. FIELD AND POOL, OR WILDCAT

4. LOCATroN or wmLL (Report location clearly and in accordance with any State requirementa.*) FerronAt suriace
11. sme., T., E., M., On BLE.

1935' FNL 597' FEL Sec. 7, Tl8S, RSE, S.L.B. & M. ano suavar os anas
At proposed prod. sone Sec. 7, T18S, R8E, S.L.B.&M.

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OrrICE* 12. COUNTT OR PARIBR 13. BTATE

See Topo Map "A" (attached) Emery UT
10. DISTANCE PROM PROPOSED* 16. NO. OF ACRES IN LaAsm 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT· 597' 2230.27 160(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTART OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
08 APPMED FOR, ON THIS LEA... Fr. 3030 Rotary

21. ELEVATIONB (ShoW Wh her DŸ. RT, ÛR, etc.) 22. APPROz. DATE WOBE WH.I. BTART*

6393 GR A.S.A.P.
23.

PROPOSED CASING AND CEMENTING PROCRAM

SIZE OF HOLE ORAD4SI2BOFCASING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

DECENE
FEB0 3 1997

DIVDFO!LGAS&MIN!NG

ORVENTINGOF
ECTTONTL4-Ao CONDITIONSOFAPPROVALATTACHED

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill or
deepen directionally, give pertinent data on sdsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

smxan rt u. Nay
, egy,.. Azent (OT Clym<llAT DATE

(This space for Federal or State omce )

PERMIT In 4PPROV41, DATF

Applicationapproval does not warrant or certify that the applicant holds legal or equitable title to these rights in the subject lease which would entitle the applicant to onduct epcratiers Ihet00tL

c.mmONSOPAPPROYMNO

ASSistant Field Manager, E 2 6/s/ Brad D. Palmer Resource Management omAPPROVED BY

*SeeInstructionsOn ReverseSide
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingiy and willfully to make to any department or agency of



CHANDLER & ASSOCIATES, INC.

TiBS, RBE, S. L..B.&M. Well location, FERRON FEDERAL #8-7-18-8,
located as shown in the SE 1/4 NE 1/4 ,

a'as ca, of Section 7, T18S, RSE, S.L.B.&M. Emery
tare* P"• County, Utah.
of Stone,

S89°50'5J"W 2583.93' (Meas.)
$89°50'41"W 2660.45' (Meas.) staat post

i BASIS OF ELEVATION
1970 i

Brass Cap
1970 |

.
Loose Stones,

Brass SPOT ELEVATIONAT THE NORTHEAST CORNER OF SECTION
Stes/ Post Pro or tones 7, T18S, RSE, S.L.B.&M. TAKEN FROM THE RED POINT

QUADRANGLE,UTAH, EMERY COUNTY, 7.5 MINUTE QUAD.
.4/ (TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES

oa
,#|

DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY.

g ·g
Lot 1 " A SAID ELEVATIONIS MARKED AS BEING 6391 FEET.

s å EERRON FEDERAL /

Lot 2
Elev. Ungraded Ground = 6J9J' 597' 2 N

(Comp.)

1970

o O
Lot3 z

SCALE

CERTIFICATE

C -

--- THIS IS TO CER3FY THAT THE ABOVEP ARED FROM
F1ELDNOTES OF ACTUALSURVEYS M R MY
SUPERVISIONAND THAT THE SAM TO THE
BEST OF MY KNOWLEDGEAND B

o
- .

z Lot 4 gçggtlD S VEYC
1RAMONNIÔ161319

TE OF UTAH -

S89°33'W
- 79.30 (G.LO.) UntrAH ENGINEERING G

BS SOUTH 200 BASF - V H 84078
(801) 789-1017

LEGEND: SCALE DATE SURVEYED: DATE DRAWN:

1" =
1000° 8-02-95 8-03-95

=
90° SYMBOL PARTY REFERENCES

J.K. J.K. D.R.B. G.L.O. PLAT
= PROPOSED WELLHEAD.

WEATHER FILE

A = SECTION CORNERS LOCATED. WARM CHANDLER& ASSOCIATES,



Chandler & Associates, Inc.
Ferron Federal #8-7-18-8
U-18126
Ferron
1935 FNL 597 FEL
SESW Section 7, T. 18 5., R. 8 E.
Emery County, Utah

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the
applicant holds legal or equitable title to those rights in the
subject lease which would entitle the applicant to conduct
operations thereon.

Be advised that Chandler & Associates, Inc. is considered to be
the operator of the above well and is responsible under the terms
and conditions of the lease for the operations conducted on the
leased lands..

Bond coverage for this well is provided by UT-0969 (Principal-
Chandler & Associates, Inc.) via surety consent as provided for
in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable
until the provisions of 43 CFR 3106.7-2 continuing responsibility
are met.

This permit will be valid for a period of one yeaE form th dWte
of approval. After permit termination, a new application must-be
filed for approval.

All lease operations shall be conducted in full comp;1iance with
applicable regulations (43 CFR 3100), onshore oil and Gas orders,
lease terms, notices to lessees, and the approved plan of
2operations. The operator is fully responsible for the actions
of his subcontractors. A copy of these conditions and the
approved plan will be made available to field representatives to
insure



Chandler & Associates, Inc.
Ferron Federal #8-7-18-8
U-18126
Ferron
1935 FNL 597 FEL
SESW Section 7, T. 18 S., R. 8 E.
Emery County, Utah

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the
applicant holds legal or equitable title to those rights in the
subject lease which would entitle the applicant to conduct
operations thereon.

Be advised that Chandler & Associates, Inc. is considered to be
the operator of the above well and is responsible under the terms
and conditions of the lease for the operations conducted on the
leased lands..

Bond coverage for this well is provided by UT-0969 (Principal-
Chandler & Associates, Inc.) via surety consent as provided for
in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable
until the provisions of 43 CFR 3106.7-2 continuing responsibility
are met.

T is perÅtwill be valid for a peËìocT of one year form th e
of approval. After permit termination, a new application must*bo
filed for approval.

All lease operations shall be conducted in full compliance with
applicable regulations (43 CFR 3100), Onshore oil and Gas Orders,
lease terms, notices to lessees, and the approved plan of
2operations. The operator is fully responsible for the actions
of his subcontractors. A copy of these conditions and the
approved plan will be made available to field representatives to
insure



A. DRILLING PROGRAM

l. The BoP system shall be rated to 2M as proposed.
Installation, testing and operation of the system shall be
in conformance with onshore oil and Gas Order No. 2.

2. The proposal indicated that a double gate or single
gate BOP would be used. Per Onshore oil and Gas Order No.
2, a single gate BOP is not acceptable unless used in
conjunction with another single gate or an annular BOP. A
double gate ram, as depicted in your BOP schematic, is
acceptable (OOGO #2 III A.2.a.ii).

3. The application indicated that a rotating head would
not be used. Use of a rotating head is mandatory for air
drilling (ooGo #2 III E.1.).

4. The application indicated that no float would be used
at the bit. During aar drilling operations, a float valve
must be in place above the bit (OOGO #2 III E.1.).

5. The choke manifold diagram does not depict a pressure
gauge in the system. The manifold must include a pressure
gauge with a valve capable of isolating the gauge from the
system (OOGO #2 III A.2.a.ii.).

Any fluid bearigg or lost circulation zones e ed
däring drilling shall be protected behind casing an -^ t.

7. If a gas meter run is constructed, it will be located
on lease within 500 feet of the wellhead. The gas flowline
will be buried from the wellhead to the meter and will be,
buried downstream of the meter until it leaves the pad.
Meter runs will be housed and/or fenced. The gas meter
shall be calibrated prior to first sales and shall be
gäfibrated quarterly thereafter. All gas production andi
measurement shall comply with the provisions of 43 CFR §2
3162.7-3, onshore oil and Gas Order No. 5, and American Gas
Association (AGA) Report No.
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C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notifications are summarized in Table 1,
attached.

Building Location- Contact the Price BLM Office, Mike Kaminski,
at least 48 hours prior to commencing construction of location.

Spud- The spud date will be reported to the Price BLM Office, 24
hours prior to spudding. Written notification in the form of a
Sundry Notice (Form 3160-5) will be submitted to the Moab
District Office within 24 hours after spudding, regardless of
whether spud was made with a dry hole digger or big rig.

Daily Drilling Reports- Daily drilling reports shall detail the
progress and status of the well and shall be submitted to the
Moab District Office on a weekly basis.

Monthly Reports of Operations- In accordance with Onshore oil and
Gas Order No. 1, this well shall be reported on Minerals
Management Service (MMS) Form 3160, "Monthly Peport of
Operations," starting the month in which operations commence and
continuing each month until the well is physically plugged and
abandoned. This report will be filed directly with MMS.

Sundry Notices- There will be no deviation from the proposed
drilling and/or workover program without prior approval from the
Moab District office. "Sundry Notices and Reports on Wells"
(Form 33;60-5) will be filed for approval for all changes o e
and other operations in accordance with 43 CPR § 3T62.3-2.
drilling and operating practices must be observed.

Drilling Suspensions- Operations authorized by this permit shall
not be suspended for more than 30 days without prior approval of
the Moab District Office. All conditions of this approval shall
be applicable during any operations conducted with a replacement
rig.

Undesirable Events- spills, blowouts, fires, leaks, accidents or
any other unusual occurrences shall be immediately reported to
the Price BLM Office, in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during
construction, work that might disturb the resources is to stop,
and the Price BLM Office is to be immediately notified.

First Production- Should the well be successfully completed for
production, the Moab District Office will be notified when the
well is placed in producing status. Such notification may be
made by phone, but must be followed by a sundry notice or letter
not later than five (5) business days following the date on which
the well is placed into production.

A first production conference will be scheduled as soon as



productivity of the well is apparent. This conference should be
coordinated through the Price BLM Office. The Price BLM Office
shall Le notified prior to the first sale.

Well Completion Report- Whether the well is completed as a dry
hole or as a producer, "Well completion and Recompletion Report
and Log" (Form 3160-4) will be submitted to the Moab District
Office not later than thirty (30) days after completion of the
well or after completion of operations being performed, in
accordance with 43 CFR § 3162.4-1. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries,
sample description, and all other surveys or data obtained and
compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested,
samples (cuttings and/or samples) will be submitted to the Moab
District Office.

Venting/Flaring of Gas- Gas produced from this well may not be
vented/flared beyond an initial, authorized test period of 30
days or 50 MMcf, whichever first occurs, without the prior,
written approval of the Moab District office. Should gas be
vented or flared without approval beyond the authorized test
period, the well may be ordered shut-in until the gas can be
captured or approval to continue the venting/flaring as
uneconomic is granted. In such case, compensation to the lessor
shall be required for that portion of the gas that is
vented/flared without approval and which is determined to have
been avoidably lost.

Produced Water- Provisions must be made to dispose of produced
water into tanks, trucks, or other similar equipment. Waste
water may not be confined to an unlined pit.

Off-Lease Measurement, Storage, Commingling- Prior approval must
be obtained from the Moab District Office for off-lease
measurement, off-lease storage and/or commingling (either down-
hole or at the surface).

Pluqqinq and Abandonment- If the well is completed as a dry hole,
plugging instructions must be obtained from the Moab District
Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Form 3160-5) must be filed
with the Moab District Office within thirty (30) days following
completion of the well for abandonment. This report will
indicate where plugs were placed and the current status of
surface restoration. Upon completion of approved plugging, a
regulation marker will be erected in accordance with 43 CFR §
3162.6. Final abandonment will not be approved until the surface
reclamation work required by the approved APD or approved
abandonment notice has been completed to the satisfaction of the
Area Manager or his representative, or the appropriate surface
managing



TABLE 1. NOTIFICATIONS

Notify Mike Kaminski of the Price BLM Office at (801) 636-3600 or
(801) 637-2518 for the following:

2 days prior to commencement of dirt work, construction and
reclamation;

1 day prior to spudding;

50 feet prior to reaching surface casing depth;

3 hours prior to testing BOPE

If the above cannot be reached, notify the Moab District Office
at (801) 259-6111. If unsuccessful, notify the person listed
below.

Well abandonment operations require 24 hour advance notice and
prior approval. In the case of newly drilled dry holes, verbal
approval can be obtained by calling the Moab District Office,
Branch of Fluid Minerals at (801) 259-6111. If approval is
needed after work hours, you may contact the following:

Eric Jones, Petroleum Engineer Office: (801) 259-6111
Home: (801) 259 2214

Gary Torres, Petroleum Engineer Office: (801) 23964111
Home: (801)
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CONDITIONSOF APPROVAL

Application for Permit to Drill
Chandler and Associates
Ferron Federal #8-7-18-8
T.18.S.,R.8.E. Sec. 7 SENE
Emery Co. Utah

1. The General Operating Procedures (attached) shall be adhered to as a condition
of approval.

2. In order to protect crucial elk and deer winter range, exploration, drilling, and other
development activitywillbe allowed only during the period from April 16 to November
30. This limitation does not applyto maintenance and operation of producing wells.
To the extent practical, all routine maintenance of producing wells requiring heavy
equipment operation (such as road maintenance, workover operations,etc.) shall
scheduled between the April 16 to November 30.

3. Produced water shall be stored in tanks and truckedto an approved disposal
facility. The Operator shall notifythe authorized officerwhen they are trucking
produced water and where it is being disposed.

4. A one time chemical analysis shall be done on a representative sample of water
from the formation being developed within 30 days of drillingthe well. The analysis
shall include at a minimum,quantification of the following lons; Ca, Mg, K, Na, CI,
SO4, NO3/NO2, HCO3, CO3, as well as TDS and TSS. The results shall be
submitted to BLM's authorized officer.

5. The potentiometric surface of water in the target formation shall be recorded and
submitted to BLM's authorizedofficerprior to pumping. As necessary, the authorized
officer may request weil water elevation data periodically throughoutthe life of the
project. If needed, the applicantshall provide this or other project related physical data
to the authorized officerwithina reasonable time period.

6. With the drilling of this well unreclaimed disturbance caused by Chandler and
Associates will total more than 10 acres. Offsite mitigationwillbe required in addition
to standard reclamation requirements. The type and location of the offsite mitigation
shall be worked out with Chandler and Associates, and must be approved in advance
by the authorizedofficer. The offsitemitigation must be worked out with the Bureau
with consultationwith the UDWR before the drillingcan start.

7. The access road to the well shall be gated and be locked between December 1
and April 15. The operatorshall coordinatewith the authorizedofficeron the
placement of the gate. A key to the lock willbe provided to the authorized



PRICE FIELD OFFICE
GENERAL OPERATING PROCEDURES

FOR OIL AND GAS APD'S AND RELATED RIGHTS-OF-WAY

October 15. 1996

GENERAL REQUIREMENTS

1. An on-site inspector is to be provided by the operator during construction of all
roads and drill pad sites to ensure compliance with all requirements and
stipulations.The inspector willbe designated at the pre-drill conference, and is to
be given an approvedcopy of all maps, permits and stipulations before the start
of construction. The BLMwillalso designate a representative for the project at the
pre~drill conference.

2. Any cultural andlor paleontological resource (historic or prehistoric site or object)
discovered by the permittee, or any person working on his behalf, on public or
Federal land is to be immediately reported to the authorizedofficer.The operator
will suspend all operations in the immediate area of such discovery until written
authorization to proceed is issued by the authorized officer.An evaluation of the
discovery will be made by the authorized officer to determine appropriate actions
to prevent the loss of significant cultural or scientificvalues. The operator is
responsible for the cost of evaluation and any decision as to proper mitigation
measures will be rnade by the BLM.

ROAD BUILDINGAND MAINTENANCE PROCEDURES

3. Road constructionor routine maintenance activities are to be performed during
periods when the soil can adequately support construction equipment. If such
equipment creates ruts more than 6 inches deep, the soil is deemed too wet to
adequately support construction equipment. Earthwork operations are to be
completedwhen the soil is not frozen.

4. Generally Class 111road building and maintenance standards are to be used in the
upgrading, use and maintenance of new roads authorizedunder the permit or
right-of-way. No upgrading beyond the existing disturbed area is authorized in
most cases for existing roads. If determined necessary by the authorized officer
the roads may be upgraded to meet the standards for (Class II) ( Class Ill) roads.
The BLM may request that a higher road standard be utilized. This will be
considered if due to poor drainage or other inherent problems with the current
design of the road, damage to the public lands is occurringincidental to such road
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5. The operator is responsible for maintenance of all roads authorizedthrough the
lease or a right-of-way. Class lit (Resource) Road Standards as described in BLM
Manual Section 9113 and the Moab District Road Standards are to be used.
Maintenance may include but is not limited to grading, applying gravel, snow
removal, ditch cleaning, or other constructionand maintenance requirements as
directed by the authorized officer.

6. Suitable topsoilmaterial is to be removed with clearingand stripping.This material
is to be conserved in stockpileswithin the pad. Topsoil is to be stripped and
salvaged to an average depth of 2 - 6 inches. during the construction of all
new roads and pads. Topsoil depth willbe decided onsite by the BLM. Ifareas
are left disturbed for a period over one (1) year, topsoil stockpiles are to be
seeded with a mixture prescribed by the authorized officer.

GENERAL CONSTRUCTION PROCEDURES

7. Topsoil from access roads is to be wind rowed along the uphillside of the road.
When the well is plugged and the road rehabilitated, this soil will then be used as
a top coating for the seed bed.

8. Within six (6) months of installation all onsite facilities are to be painted a flat non-
reflective color matching the standard environmental colors as determined by the
Rocky Mountain Five State Interagency Committee (Extreme weather conditions
may warrant an extension). Facilities required to be painted to complywith OSHA
requirements are exempt from this requirement.

9. Generally, drill pads are to be designed to prevent overland flow of water from
entering the site. The pad is to be sloped to drain spillsand water into the reserve
pit.

REHABILITATIONPROCEDURES

Site Preparation

10. The entire roadbed and drill site should be obliterated and brought back to the
approximate original contour. Drainage control is ,to be reestablished as
necessary. Allareas affectedby road constructionare to be recontoured to blend
in with the existingtopography.Allberms are to be removed. In recontouringthe
disturbed areas, care should be taken to not disturb additional vegetation.
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11. Erosion-control structures such as water bars, diversion channels, and terraceswill
be constructed to divert water and reduce soil erosion on the disturbed area.
Water bars shall be spaced on road grades greater than 4 percent (i.e., 4 to 8percent grade on 200-foot intervals and greater than 8 percent on 100-foot
intervals). In addition, water bars should be installed at all alignment changes(curves), significant grade changes, and as determined by a qualified engineer.
Water bars should be sloped with the grade and cut to a minimum 12-inch depth
below the surface. The grade of the water bar should be 2 percent greater thanthe grade of the road.

Seedbed Preparation

12. An adequate seedbed should be prepared for all sites to be seeded. Areas to berevegetated should be chiselled or disked to a depth of at least 12 inches unless
restrained by bedrock.

13. Ripping of fillmaterials should be completedby a bulldozer equipped with singleor a twinset of ripper shanks. Ripping should be done on 4-foot centers to adepth of 12 inches or as directed by the authorizedofficer. Ripping should befollowed by final grading and precede seedbed material application. Rippingshould be completed at a speed that maximizesripper shank action and promotessoil material disruption to the specifieddepth. Ripping should be repeated untilthecompacted area is loose and triable.

14. Seedbed preparation will be considered complete when the soil surface iscompletely roughened and the number of rocks (if present) on the site is sufficientto cause the site to match the surroundingterrain.

Fertilization

15. Soil is to be tested at a certified soils lab. Ifsoiltests results determine the need,commercialfertilizer shall be applied. The authorized officerof the BLM willmakethe determination if fertilizer is to be applied. The soilon all sites to be reseededis to be tested for electrical conductivity, SAR (Sodium Absorbtion Ratio) andDTPA micronutrients (Fe, Zn, Cu, Mg, Ca, Cr, Ni)

Commercial fertilizer with a formula of 16-16-8 is to be applied at a rate of 200pounds per acre to the site as directed by the authorizedofficer. The rate may beadjusteddepending on soil test results.
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16. Fertilizer is to be appliednot more than 48 hours before seeding and cultivated
into the upper 3 inches of soil.

17. Fertilizer is to be broadcast over the soil using hand-operated "cyclone-type"
seeders or rotary broadcast equipment attached to construction or revegetation
machinery as appropriateto slope. AII equipment should be equipped with a
metering device. Fertilizer application is to take place before the final seeding.
preparation treatment. Fertilizerbroadcasting operationsshould not be conducted
when wind velocities would interfere with even distribution of the material.

Mulchinq

18. Mulching is to be conductedas directed by the authorizedofficer.

be nontoxic. Mulch sall be thermallyproduced and air dried. The homogeneous slurry
or mixture shall be capable of application with power spray equipment. A colored dye
that is noninjurious to plant growth may be used when specified. Wood cellulose fiber is
to be packaged in new, labeled containers. A minimum applicationof 1500 pounds per
acre shall be applied. A suitabletackifiershall be applied withthe mulch at a rate of 60
to 80 pounds per acre.

An alternativemethod of mulching on small sites would be the application
of straw or hay mulch at a rate of 2000 pounds per acre. Hay or straw
shall be certifiedweed free. Following the applicationof straw or hay,
crimping shall occur to ensure retention.

Reseedinq:

19. All disturbed areas are to be seeded with the seed mixturerequired by the BLM.
The seed mixture(s) shall be planted in the fall of the year (Sept-Nov), in the
amounts specified in pounds of pure live seed (PLS)/acre. There shall be no
primary or secondarynoxious weed seed in the seed mixture.Seed willbe tested
and the viabilitytestingof seed shall be done in accordance with State law(s) and
within 12 months before purchase. Commercial seed will be either certified or
registered seed. The seed mixture container shall be tagged in accordance with
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TABLE II-4

SEED MIzrURE FOR DIB2URSED ARERS

Pounds pár Acre
Boecies

* Pure Tjye seed (PLs)*

Grasses
Needle and thread 1.0

gg£gg ammata
Great Basin wildrye 2.0

Elvano cinerens
Indian ricegrass 2.0

Orvsonsie hymenoides

Forþa
rellow sweetclover 2.0

malilotus officinalia .

Forage kochia 2.0
Kochis prostrata

Shrubs
Douglas rabbitbrush 2.0

Chrysathamnus visoidif lorus
'Mormon tea 1.0

. Ephedra spp.
Winter-fat 2.0

Eurotia lanata
Four-wing saltbush 2.0

Atrinlex canescens

TOTAI. .- ,
16.0

* Rate is pounds per acre pure live seed broadcast. Pure Live Seed

(PLS) formula. 4 of purity of seed mixture times 4 germination of
seed mixture - portion of seed mixture that is PLS.



The following general operating procedures are based on the best procedures availablesubject to current laws and technology. As technologyadvances, these procedures canbe expected to change. Future changes in the general operating procedures may beapplied at the timeof reclamation. At thispoint in timethe standards and procedures aremade part of the agency preferred alternative. These procedures are an integral part ofthisalternativeand contributealong withother aspects of the alternativeto environmental
impacts including cumulativeimpacts that must be analyzed.



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/25|95 API NO. ASSIGNED: 43-015-30263

WELL NAME: FERRON FEDERAL 8-7-19-8
OPERATOR: CHANDLER & ASSOCIATES (N3320)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
SENE 07 - Tl8S - ROSE
SURFACE: 1935-FNL-0597-FEL TECH REVIEW Initials Date
BOTTOM: 1935-FNL-0597-FEL
EMERY COUNTY Engineering
WILDCAT FIELD (001)

Geology
LEASE TYPE: FED
LEASE NUMBER: U - 18126 Surface

PROPOSED PRODUCING FORMATION: FRSD

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond: Federal[g'State[] Fee[]

(Number ¡gggqoysy ) /'R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number gg-)LI $ ) Drilling Unit.
RDCC Review (Y/N) Board Cause no:

(Date: ) Date:

COMMENTS: ,t



9 OO State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210Michael O. Leavitt Box 145801Governor

Ted Stewart Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

February 4, 1997

Chandler & Associates, Inc.
475 Sevententh Street, Suite 1000
Denver, Colorado 80202

Re: Ferron Federal 8-7-18-8 Well, 1935' FNL, 597' FEL, SE NE,
Sec. 7, T. 18 S., R. 8 E., Emery County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-015-30263.

Sincerely,

R. J. i th
Asso laté Director

lwp
Enclosures
cc: Emery County Assessor

Bureau of Land Management, Moab District
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Operator: Chandler & Associates, Inc.
Well Name & Number: Ferron Federal 8-7-18-8

API Number: 43-015-30263

Lease: U-18126

Location: SE NE Sec. 7 T. 18 S. R. 8 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact R. J. Firth (801)538-5274 or
Mike Hebertson at (801) 538-5333.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational



From: Verle_ne, Butts <vbu ut.blm.gov>
To: NRDOMAIN.NROGM(DS )
Date: 2:28pm
Subject: Rescind well permits?? - Reply

Good Afternoon Don! Well here the rest of the story, o.k.! The following
permits are in the process of being rescinded to the operator, a copy of
the letters are forthcoming. -- U

Chandler & Associates, Inc.
43-015-30260 3-3-18-8 ;- ßS
43-015-30263 8-7-18-8 7'
43-015-30265 5-12-19-7 /L- S'
43-015-30261 11-1-19-7 (-|95-7

On the following permits I have sent memorandums to the San Juan Resource
Area and San Rafael Resource Area to field check the location of rehab
and subsequently rescind the permit and release the bond for this location.

Petral Exploration
43-037-31781 1-24x žy-y/S- Eff
43-037-31791 Knockdhu Unit #8 3 - 779

Texaco Inc.
43-015-30296 33-22

Farmington R. A. would handle this permit.
Mobil Oil
43-037-31132 RU 24-41 (S- 2;

Hope this helps, bye, Verlene

>>> Don Staley <nrogm.dstaley@state.ut.us> 08/03 10:05 am >>>

Hi Verlene,

Could you check out the status of the following permits for me. According
to my
records, they are all due to be rescinded. Thanks!

API OPERATOR WELL
NAME LOCATION

43-015-30260 Chandler Ferron Fed
3-3-18-8 3-188-8E

43-015-30261 Chandler Ferron Fed 11-1-19-7 1-198-7E

43-015-30263 Chandler Ferron Fed
8-7-18-8 7-188-8E

43-015-30265 Chandler Ferron Fed
5-12-19-7



8 17 1998
Moab DistrictOffice ..

82 East Dogwood D OIL,GAS&WNING
Moab, Uta ...............---·--

3162
(UTUT8126)

(UT-065)

Chandler & Associates, Inc. gjg I 3 1998
475 17th Street, Suite 1000
Denver, Colorado 80202

Re: Rescinding Application for Permit to Drill
Well No. Ferron Federal 8-7-18-8
SENE Sec. 7, T. 18 S., R. 8 E.
EmereyUCo t8y,Utah

Gentlemen:

The Application for Permit to Drill the referencedwell was approved .on January 28, 1997, due
to expire January 28, 1998. The approval process has lapsed, and the well has not been drilled,
therefore,we are rescinding the APD. Should you intend to drill this location at a future date, a
new application for permit to drillmust be submitted.

If you have any concerns and/or questions, please contact Verlene Butts, Legal Instruments
Examiner at (435) 259-2152.

Sincerely,

/8/ WILUAMC.STRINGER

Assistant District Manager
Resource Management

Enclosure
Application for Permit to Drill (22pp)

cc: SRRA, UTO67(wo/Enclosure)
State of Utah
Division of Oil, Gas, and Mining
1594 West North Temple, Suite 1210
P. O. Box 145801
Salt Lake City, Utah 84114-5801 (wo/Enclosure)
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